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Quick Guide Book of M-series control card

"""" take M10 controller for example
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1. Hardware connection as show in image 1-1 in below:

a. Connect M10 controller with HUB via 50pin cable, make sure the cable connect them
tightly.

b. Check the backside of the module, will find the INPUT and OUTPUT. Connect the J1 with
INPUT via 16pin cable, pay attention to the direction of the cable.

c. Power connection, needs 5V DC.

d. After power on, POWER, NET, RUN lights on controller M10 will on while NET and RUN
lights will blinking, this mean controller M10 start working normally.

Wil pin cbale
I

Image 1-1
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Set IP address in computer (Windows XP system for example)

All of xixun controller’s default IP address is 192.168.0.200, customer need to change PC’s

local network IP address to 192.168.0.xxx, make PC and controller IP address in the same
network.

Steps of changing PC’s LAN IP address as following:

Take windows XP system for example:
Click right mouse button on

“Network neighborhood” t8-> Property—>click on
“Network connection”, click right mouse on

“Local connection”

General | Authentication Audeanced

Connect using:

B9 Fleatek PCle FE Famiy Controlles

Thiz conrechion uses the follwing tems:

v 1B Chent for Micsosoft Netwarks

v File and Pinker Sharing for Microsolt Metworks
W M0cS Packet Scheduder . . .

_select this
d# %= Intemet Protocol [TCPA

Description

Tramzmizzion Conbiol ProtocolAntemeat Piotocol, The defaulk
wide area network protocol that provides communication
acrozs diverse inlerconnected netwarks.

—
I./'@ Show icon i notification area when connected
'\E Moty me this conrechion has imited or no conneciavily
= 2l
3. tick the two boxes

[ ok || cancel |

Image 1-2

Please set up IP address according to the notes in image 1-2, then click on “Property” button,
a dialogue box will appear, as show in image 1-3 in below:
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‘fou can gal IP setlings assigred sulomatscally il wour relwalk, suppoils
thiz eapabilily. Dthaivwise, pou need bo sk pour rebsorlk adminizhiston o
the appropriabe [P settings.

) Obtan an P sddiess automaticaly e
3 1. setup = (1
{#) Uge the followng IP address

IP adchess: {152 188. 0 210 ]

Subriet mazk: | 255,255 .55, 0
Dredauk gatevay: ' 1
=) Use the followng DMS server addresses:

Frafemed DNS sarver [ 2. Teave it blank_

Alteariabe DNS perver:

[ oK I[Mﬂj

Imagel-3

After finishing all settings, please click “OK”. Here, PC’s LAN IP address will be changed into
192.168.0.210.
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IP address in computer (Windows 7 system for example)

Go to control panel and click network and internet. And then click “Network and sharing center”

i Network and Internet - O
f(_-) - 1 ‘E?‘ » Control Panel » Metwork and Internet » v!| & Search Control Panel 2

Control Panel Home Z
.l: Network and Sharing Center
e%" Wiew - = onnect to a network | View network computers and devices

Systern and Security
e Network and Internet Q% HomeGroup

Harfvareand Soand Choose homegroup and sharing options

Programs & Internet Options
—| Changeyour homepage | Manage browser add-ons | Delete browsing history and cockies

A&,
|

User Accounts and Family
Safety

Appearance and
Personalization

Clock, Language, and Regicn

Ease of Access

Picture 2
Click “Change adapter settings”.
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e MNetwork and Sharing Center e =
ni(_;) - 4 :‘: <« MNetwork and Internet » MNetwork and Sharing Center v O Search Control Panel 2

View your basic network information and set up connections
Control Panel Home

View your active networks
Change adapter settings

Change advanced sharing gshayeb Access type: Internet

settings Public network Connections: Il Wi-Fi (gshayeb)
Unidentified network Access type: Mo Internet access
Public network Connections: [ Ethernet

Change your networking settings
G4 Setup a new connection or network
-

Set up a breadband, dial-up, or VPM connection; or set up a router or access point.

Fi-'] Troubleshoot problems

Diagnose and repair network problems, or get troubleshooting information.

See also
HomeGroup
Internet Options

Windows Firewall

Picture 3

Right click on Local Network Area and choose Properties and then choose Internet Protocol version IPV4 and
click on Property button, see picture 4, 5 and 6 in below:
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I Network Connections = =
T E‘-" v Control Panel » Metwork and Internet ¢ Metwork Connections » v O Search Metwork Connections @
Organize « Disable this network device Diagnose this connection Rename this connection  » B~ m @&
:Ih' Bluetooth Metwork Connection (’!-E Ethernet -’k Wi-Fi
o Not connected 2 Unidentified network o o gshayeb
. fl = _-‘-‘-‘—-——— a PNaTs c )

x 9 Bluetooth Device (Perso ¥ Disable Atheros ARB162/8166... d:fﬂ Qualcomm Atheros ARS435WB-E...

Status

Diagnose

) Bridge Connections

Create Shortcut
Delete
'ﬁﬂ Rename

|E)  Properties

Jitems 1 item selected 3= =)
Picture 4
I Network Connections = =
T E‘-" v Control Panel » Metwork and Internet ¢ Metwork Connections » v O Search Metwork Connections @
Organize « Disable this network device Diagnose this connection Rename this connection  » B~ m @&
:Ih' Bluetooth Metwork Connection !-E Ethernet -’k Wi-Fi
o Not connected P Unidentified network o o gshayeb
x 9 Bluetooth Device (Perso @] Dizable Atheros ARB162/8166... d:fﬂ Qualcomm Atheros ARS435WB-E...
Status
Diagnose

¥ Bridge Connections

Create Shortcut
Delete
'ﬁﬂ Rename

" Em=
< | Py  Properties |

Jitems  1item selected 3= [l
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Picture 5

Ethernet Properties

Metworking | Sharing

Connect using:

|

I_T.I' Qualcomm Atheros ARS162/8166/8168 PCI-E Fast Bther

This connection uses the following tems:

.@ File and Printer Sharing for Microsoft Networks

] & Microsoft Network Adapter Muttiplexor Protocol
wi. Microsoft LLDP Protocol Driver

[w| -2 Link-Layer Topology Discovery Mapper 140 Driver
[w] s Link- LE[‘_."E.TTDDMDQ"_." D15n::mrer'_.r Responder

. i mtemet

>

Install... Uninstall @

Description

Transmission Control Protocal/Intemet Protocal. The default

wide area network protocol that provides communication

across diverse interconnected netwarks.

OK

Picture 6

Cancel

Then choose Use the following IP address and then assign an IP address for your computer, then press OK

button in bottom. See picture 7 in below:
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Internet Protocol Version 4 (TCP/IPv4) Properties ?

General

‘You can get IP settings assigned automatically if your network suppaorts
this capability, Otherwise, you need to ask your network administrator
for the appropriate IP settings.

() Obtain an IP address automatically
(@) Use the following IP address:

IP address: 192 . 168 . 0| . 10
Subnet mask: 255 .255.255. 0
Default gateway:

Obtain DMS server address automatically
(@) Use the following DNS server addresses:

Preferred DMS server;

Alternate DMS server:

[] validate settings upon exit e

Carel

Picture7

9

info@ledsolution-cor.com http://www.iledsolution.com http://www.ledsolution-cor.com


mailto:yyy@xixunled.com
mailto:wh@xixunled.com
mailto:/wj@xixunled.com

I.EI]S“I.“T“'N@ SHENZHEN LEDSOLUTION TECHNOLOGY CO.,LTD

2. Introduction of Led set2.0 software

3.1 Customers can import .hcp file for the screen that has configured already, steps as follows:
Step 1, double click on

LedSet?. 0. exe
LedSet MFC Ap

Icon, as show in image 1-4 in below:

LedSet2. 0

(" Checl IF address of the control ecard SV:5112. 0606, HY:S000. 2706

| [

(* pjuto checl control card ip in LAN

#1 1D TP |
G31-Al2-00S0T 192 188.1.123
Mi0-111-00001  192.185.1.101 51

Start intelligent setup Wizard

DN

Import existing configuration files #. hep

f1dth and height parameters configuration
Hetworle IF parameter settings

Test Sereen

Special screen settings

Other rarelyused functions

I e B e

Bestore control card IF address

Refresh |

Switeh langnagze | Feleaze date: [Aug 13 2012 19:11:41]

[ Ho linked card, just preview software func

| Hext | Quit Help

Image 1-4
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Step 2, Click on “Import existing configuration file .hcp”, a dialogue box will pop up, as show in
image 1-5 in below:

Import ».hcp [H10-111-00001,192. 168. 1. 1011

If there 1s a matching * Hep configuration files, please import i1t
Hote: Do mot import a static screen hep file into a scanning sereeny,
otherwize the laster ome will be destrowved.
Import *. hep
Select * hepl
Send ‘
Read-back parameter
Readbaclk ‘
EBarcl | Hext | Huit Help |
Image 1-5

Step 3, click on “Select .hcp” then check the interface, at this time, “Send” has been activated, as
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shown in image 1-6 in below:

Import *.hep [H10-111-00001,192.168. 1. 101]

If there 1s a matching * Hep configoration files, please import it d

Hote: Do mot import a statiec secreen hep file into a scanming sereeny,
otherwise the laster one will be destrowved.

Import #*. hep

Select # hepl | D:M10. hepl

U

Read-back parameter

Readbacl ‘

Back | Hext Quit Help |

Imagel-6

Step 4, click on “Send” button then the control card will restart as shown in image 1-7,
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software and display screen state as shown in image 1 8 and 1 9 in below:

If there 1s a matching * Hep configuration files, please import it

Hote: Do not import a static screen hep file into a scanning sereeny,
otherwize the laster ome will be destrowved.

Import #. hep

Select * hepl D:“M10. hepl

LedSet2. 0

Read-back ps
' Card w11l be restart after =zends obserwve you panel
LI

Back | Hext Quit Help

Image 1-8
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Finiched

If you nead contirmte other operations, click
"Back to Home™ buttom

If vou need quit, click “Guit™ button

Back to Home Guit Help

Imagel-8

2.2 If the LED display modules haven’t been configured then please use LEDset2.0 software to
configure it. Please refer to “LEDSETZ2.0 introduction” for details

3.3 Set up screen size, steps as follows:
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Step 1, running LEDset2.0 software then select “Width and height parameters configuration”, as
shown in image 1-10 in below:

Led5et2.0

{ Check IP address of the controel card FV:EIIZ.DEDE,W:EDDD.ZTUE

| . . . Link

{* huto check control card ip in L&K " Start intelligent setup Wizard

¥ I I IF I (" Import existing configuwration files *. hep

331-A12-00507 192, 1853.1.123
M10-111-00001 192.165.1.101 51 |+ ¥idth and height parameters configuration

" Hetwork IF parameter settings
{7 Tast Screen

{" Special screen settings

" Other rarely—used funqtinns

(" Restore control card IF address

Refresh

T | Feleaze date: [Aug 13 2012 19:11:41]

[~ Fo linked card, just preview software func

Back | Hext Quit Help I

Image 1-10

Step 2, click on “Next” and then parameters configuration dialogue box will appear; please input
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what you need, after that, click on “Save” and then controller will auto restart, as shown in
image 1-11 in below:

Normal param [N10-111-00001,192. 168. 1. 1011

Baxzic parameter configuration .
After clicking "Save” button, the screen will restart.

Hardware param

Display width(pixels) |128 Display height (pixels]) 12

Data polarity —0FE polarity Brightness[set OE right first]

l:;\-‘l' I:H-— (;\.+ I:H-— rhManual Illlllllj8

Gray Scan clock " futo Sensitivity & -
ls6  ~|| | [12.5m =]

Text/Video Brightness loss Full ColorB. 25%, Single/dr
Video mode ™| | Befresh rate Full ColoerlT9 525ingle/dr

N

Eacl | Hext | Quit Help |

Image 1-11
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Finizhed [E10-111-00001,192.168.1.101]

Finished

If you need continmte other operations, elick
"Back to Home" button

If wou meed quit, click "Buit” button

Jack to ]'[nmel Quit | Help |

Image 1-12
If you still need to setup other parameters, please click on “Back to Home”. If you have finished,
“Quit” will be OK.
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3. Check screen IP

Click “Help” button in menu bar of Led editor software, click “Check LED screen IP” option then
a window will pop up, as shown in image 1-10 in below:

jTE! - : : : Frog dE d 0
File(F] Contrel(C] Options(0) Test(T)
JDE’HH||> K .|'&l|E{>|[ :elp.[}[i-

oz info

LED SIGHI |

S Check Computer TP
oo 15 BB X 4| gy ———

=-E8 Stepl
= About (4] PRE

Text Window

Copynight 2008-2014
Communication IHET""'DRK LI
LED IF: f192 188 .1 . T
OMPUTER IF:192.168.1. 15 00:00:03 Send program finished P
Image 1-10

Check LED sign IP

#fnto checl LED sign Tp

X]

controller

the TP addressz box

Ell-:l

IF Address
M10-912-029T6 192 168.1. 7
zerial screen 1P
number of address

Select control card in list, the IF
address automatically will be copied ta

Cancel |

Image 1-11
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4. Make new programs, steps as follows:

Start Led editor software, as shown in image 1-12 in below:

Eﬁl.ed]!di‘tur — LED 5IGH]1 — C:“Program Files\LedEditori12. .. E||:IIE|

File(F) Control(C) Optionz (0] Test(T) Help(H)

i'JIZ‘I FHE» R & B @

| LED SIGH! |
Program ¥ 1% Ba 2 W+ 4
=B Stept LED SIGN SOFTWARE

I = Text Window

Copynight 2008 2014
Communication IH-ETII'I'DEK ;I
LED TF: |192 ABE .1 . T
OMEUTER IF:19Z2. 165. 1. 15 0000 03 Send program finished ﬁ
Image -12

Take “Text window” for example

Stepl, start Led editor exe software then set up Led editor software and configure display screen
IP.

Software setup: click “Options” button on menu bar and select “Software Setup”, as shown in
image 1-13 in below:
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Software setup [5_(|

LED =zign window lCl:-mmu.nicatil:-n parameters ] Default Param]

Sereen 1 0K

LED =IGH1 |

@a Hei ght : 512)

wirte down screen width and
height pixels , press 0K
button

Image 1-13

Screen IP configuration, as shown in image 1-14 in below:

EELEdEditur — LEDN 51GH1 — C:‘\Program Files\LedEditoril2... |T||E|[5_(|
File(F] Control L) Options(0) Test(T] Help (H)

O E o »r K ® B

LED SIGH1 ]

| Program: |5+_EP1

Program §7% {2 ®
0 File Window ¥ Wat to End o
| Text Window | T|

Single Line Text Window Browse |

Static Text Window

Table Window

Timer Window
Date/Time Window

Temperature,/Humidity Windew

Boe@doa

check here, it should be the

Communication |HETIHDRK controller TF address

192 1688 .

1

LED IF:

IEEII'u'IPUTER IF:192.163.1. 15 status:Edit

Image 1-14
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Step2. Making “Text window” program; click on making new program page button “&.?” >Add
step then click on making new program window button “ “%£” as shown in image 1-15 in below:

T LedEditor — LED SIGHL — C:\Program Files\LedEditor\l2... [2[5|[X]

File (F) Control () Optionz(@) Test(T) Help(H)
O = E oK B ®
1. add new program page
LED STGH1
Program: Stepl
Program @ @ - | |
03 File Window HozaE
| Text Window | ‘_|
2. add new Single Line Text Window
Program & Browse
[ Statie Text Window -
[ Tsble Windw L7
@ Timer Window
Date/Time Window
Temperaturs/Humidity Yindow
Communication |15TE'I"""':'RI‘C ﬂ
LED IF: |19z 168 . 1 . T
IEDMPUTER IF:192. 165.1. 18 status: Edit
Image 1-15
21
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Step3. Click “Text window” as shown in image 1 16 in below:

T3 LedEditor — LED SIGN1 - C:\Program Files\LedEditor\12... [o |[0|fX]
File(F) Control(C) Optionz(0) Test(T) Help(H)

D = » K ® B

LED SIGHI ]

. M - |Text Window F ]
Progean 13 13 X ome: | rame (I vo - | IR

. U
- Stepl Starty: ||:| Width: |32
| Starth’: |':' Height: |18 ™ Lock

add new program window Rif lizt )

click on this 1con and
add new text

Communication |FET""":'EK ﬂ

LED IF- |19z 188 . 1 . T

ICEII'u'IPUTER Ir:192.163.1. 13 statuz Edit

Image 1-16

Step4. Click on “.” button which is marked by red circle then a dialogue box will appear, please
editing anything you want in this box, as shown in image 1-17 in below:
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& C[E[x)

Text Edit E@E
- ®F  v|[2 Bz Ui FE

II? Line =pace IG Action |EE||'I::|I:|T| j@ Sp Stay |S 110=
Background - Picture |
All 1 Page E1 . Preview p  MName Text

Shanghail xixun electroniec comp :an}'l

E|

(1]
(1))

d

192 163 .1 . T

COMFUTEE IF:19Z.165.1.13 status:Edit

Image 1-1
Step5. After completing please click send button B
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6. Program display as shown in image 1-18 in below:
After connecting all hardware devices, please sending programs and observing the display
screen, as shown in image 1-18 in below:

s000000000

oui“'unuo_ooooo0_0“6&66‘“00‘*“
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3
@
®
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@
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@
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Image 1-18
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